
DRY 40 - 70%   COD 20 - 30%

BOD5 30 - 40%   SS 50 - 80%

yIeld wITh fINe SIevINg

SPeCIfICaTIoNS 

TyPe dIaMeTer heIghT CaPaCITy*
PF 3000 1.60 m  2.20 m 12 m3/h 

PF 4000 1.80 m  2.40 m 16 m3/h 

PF 6000 2.00 m  2.80 m 24 m3/h

PF 8000 2.20 m  3.10 m 32 m3/h 

PF 10000 2.40 m  3.00 m 40 m3/h

PF 12500 2.50 m  3.25 m 50 m3/h 

*for a retention time of 15 minutes  

STaNdard equIPMeNT uP SPeed Power IN

AEROFLO® F 206** 0.65 kW 1450 rpm 400 V/Tri/50 Hz 2.7 A 

Scraper gear motor 0.12 kW 17 rpm 400V/Tri/50 Hz 0.52 A

** special impeller for abattoir waste 

Capacity: from 12 - 50 m
3

/h

oPeraTINg PrINCIPle

• Downstream of a pumping station and a potential

sieving station, the raw wastewater is channelled into

the dynamic aerated grease removal system.

• The fine bubbles generated by the patented

AEROFLO® grease removal pump cause the grease

particles to float to the surface. The film of grease

formed on the surface in this way is evacuated by

means of a scraper arm. 

Before main treatment or connection to the sewer

systems

● Recommended for :

• Abattoirs

• Canneries

• Ready meal plants

• Cheese factories

Compact pretreatment with integration of a

pumping station, a rotary sieve and a waste

compactor

aeraTed greaSe reMoval SySTeM

MaIN aPPlICaTIoNS

R
&
O

greaSe reMoval SySTeMgreaSe reMoval SySTeM

BeNefITS

✔ Turnkey equipment

✔ Compact assembly

✔ Easy transportation

✔ Cost-effective implementation

✔ Quality and long service life

✔ Stainless steel construction
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